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4 ) @ PAYMENT FOR No. 5 MANHOLE SHALL INCLUDE THE COST OF THE CONCRETE
B BARs/ \——L BARS AND REINFORCING STEEL IN THE BASE SECTION, BEDDING, STEPS, RISER AND
SECTION B--B CONE SECTIONS, GRADE RINGS AND CASTINGS.

T+5" . 48"-96" T+5" BEDDING SHALL BE AS SHOWN ON THE PLAN FOR SEWER.
T+5" | VARIABLE 48"

@ MANHOLES ON PIPE LARGER THAN 96" DIAMETER WILL BE INDIVIDUALLY DESIGNED.

@ PRECAST MANHOLES SHALL BE COATED IN ACCORDANCE WITH 562.02 AND 706.13.

—L BARS @ OPENINGS IN RISER SECTION FOR MAIN SEWER PIPES SHALL BE PREFABRICATED

PLACED OR TRIMMED SO IT DOES NOT PROJECT INTO THE MANHOLE. NO PIPES ARE

i L] ‘ WHEN THE UNIT IS CAST TO MEET PROJECT REQUIREMENTS. OPENINGS FOR INLET
-8 BARS D BARS-\\'— BARS~ CONNECTIONS MAY BE PREFABRICATED OR CORED IN THE FIELD. THE PIPE MUST BE
LZW”—* Y
fFMIN. 47—

B BARS > TO ENTER THE MANHOLE THRU THE STEP AREA.
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(F) SEE MH—2 FOR DETAILS OF MANHOLE RISER AND CONE SECTIONS.

@ ALL REINFORCING STEEL SHALL CONFORM TO THE REINFORCING STEEL LIST.

@ CONCRETE FOR THE CAST-IN—PLACE BASE SECTION SHALL BE CLASS “C”.

@ CONSTRUCTION JOINT IF SLAB IS -CAST SEPARATELY. SLAB MUST BE DOWELED
OR KEYED IN PLACE.

® CONSTRUCTION JOINT MAY BE OMITTED IF STEEL IS EXTENDE}D AND TIED.

(© WHEN PIPE DIAMETER IS MORE THAN 24", CONSTRUCT TOE HOLES IN
THE CHANNEL TO FORM STEPS.

@ REINFORCED CONCRETE BASE SECTION AND SLAB TOP MUST BE CONSTRUCTED

TYPICAL STEP SPACING TO MATCH
SPACING IN RISER SECTIONS

IN THE PRESENCE OF A CITY INSPECTOR, OTHERWISE THEY WILL NOT BE
ACCEPTED. )
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